
 

 

 

 

Majestik self-adhesive is ideal for hospitality, exhibitions and raised access 

flooring in commercial and residential use. 

 

 Plank: 1219mm x 184mm 

Tile: 610mm x 305mm 

       457mm x 457mm 

 

4mm total gauge  

0.55 mm wear layer 

Reusable 

Self-adhesive 

PU coating infused with aluminum oxide 

100% Recyclable 

 

PER CARTON 12 Planks 2.694m2 

        14 Medium Tiles 2.601m2 

                        14 Square Tiles 2.926m2 

Reusable 
 

Sound 
Resistant 

Scratch 
Resistant 

Advanced 
Stability 

Pet 
Friendly 

Water 
Resistant 

Anti-
bacterial 

Light & 
Heat 

Stability 

Efficient 
Installation Mold & 

Mildew 

Resistant 

    

 

 
For more information and warranties on Majestik and our other ranges, please consult our website at adorefloors.eu. 

 
 
 

 
STANDARD MAJESTIK 

SIZE 
 

1219mmx184mm 610mmx305mm 457mmx457mm 

THICKNESS ISO24346 4.0mm 4.0mm 4.0mm 

WEAR LAYER ISO24340 0.55mm 0.55mm 0.55mm 

QUANTITY PER CARTON 
 

12 pcs 14 pcs 14 pcs 

COVER AREA PER CARTON 
 

2.694m2 2.601m2 2.926m2 

GUARANTEE Light industrial 

Commercial 

Domestic 

 

10 years 
20 years 

 

10 years 

20 years 

 

10 years 

20 years 
STANDARDS ISO/DIS19322.2:2016 

EN649 

Heterogeneous PVC Heterogeneous PVC Heterogeneous PVC 

CLASSIFICATION ISO 10874 Commercial 

ISO 10874 Domestic 

EN 685- Light industrial 

EN 685- Commercial  

EN 685- Domestic 

41: Light industrial 

33: Heavy Commercial 
23: Domestic heavy 

41: Light industrial 

33: Heavy Commercial 

23: Domestic heavy 

41: Light industrial 

33: Heavy Commercial 

23: Domestic heavy 

INFLAMMABILITY EN 13501-1 

EN ISO 9239-1 

EN ISO 11925-2 

Bfl-s1 Bfl-s1 Bfl-s1 

STAINING RESISTANCE EN ISO 26987:2012 Class 0 Class 0 Class 0 

COLOUR FASTNESS EN ISO 105-B02 Grade 6 Grade 6 Grade 6 

FUNGI RESISTANCE ISO846 N/A N/A N/A 

DIMENSIONAL STABILITY EN ISO 23999 ≤0.07% ≤0.07% ≤0.07% 

ACOUSTIC INSULATION EN ISO 10140-3 

ISO717-2 

N/A N/A N/A 

RESIDUAL INDENTATION EN 433 < 0.1mm < 0.1mm < 0.1mm 

CASTOR CHAIR ISO 4918 

EN 425:2002 

Pass Pass Pass 

FORMALDEHYDE EMISSION EN14041:2004 Class E1 Class E1 Class E1 

SLIP RESISTANCE EN 13893 

DIN 51130 
DS 
R10 

DS 

R10 

DS 

R10 
ELECTROSTATIC BEHAVIOUR EN1815 Pass Pass Pass 

REACH EC No 1907/2006 Pass Pass Pass 

VOC EMISSION Frence VOC regulation A+ A+ A+ 


